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Though deck failures are rare, ledger connections are typically
at fault when they occur. Through-bolts make the strongest

connection, but adeguately

sized lag screws can also work.

With either, it is critical to flash the ledger area and to only use
metal components that are compatible with pressure-treated wood.



Example Drawing for Roof Overbuild Plan

Please indicate size and spacing of
all framing members
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Stair and Handrail Specifications

— - Cpsn guardrails and epan handwile on docks and starways more than 30 inches
abows grads or 8 foor below shall have merbars spaced so that a 4 irch dizmeter
sphere cannod pass through.

Im_____n;uﬁim &
light reguirad

Shirway Moles:

1. Stairways shall B2 riot lesg than 38" In wadih,

2. Stasrway rses shall be noj greater than 8 1/4"

3. Stairwzy treads shall have a minimurn rn of 9,

4. Tha langlh of Run and the height of Riser shall not vary mara
_Ihan 38" in the antire run of the stair,

3. Staérs are requived to be Seminated

i, Open risers parmisted if osening is 1gss than 4°,

7. Wagamum 34" nosing

Handrad (see detalls balow)

34-38" above

Example Stair Elevation View
with required dimensions.
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Guardrail requirad if
meora-than 307

| Openrisers less than 4

Motlezs than \ Landing
wdth of stai
- sk o Finished grade

£ [ch min, -8 1/4"max. rise L.\__

Handrail Notes:

1 Handrails shall be continuous on at least one side of stairs with 4 or more risers.

2 Handrails shall te placed not less than 34 inches nor more than 38 inches above stair
nosings.

3 The handgrip portion of handrails shall be not less than 1-1/4 inches nor more than 2

inches in circular cross section.

Handrails shall ke placed not less than 1-1/2 inches from any wall or other surface.

Handrails to be retumed to wall, post or safety temminal per IRC.
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